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metallm*gical pliats in addition to tMe city gas plant is located at positicai 
No, 1 on the attached plan of the Zhdanov area* Approximately 25 chimneys, 
two blast furnaces, two gas storage tanks and several boilers were observed 
in that area. One and a half million workers are alleged to be employed in 
this complex* 


25X1 


At positions mariced Ho* 2 on the attached plan are coal piles. This coal 
is graded before being piled there* A cargo of this coal was cairied to 
Yugoslavia 
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Loadii^ Facilities* The coal loading whsurves are designated by positions 
No* 3 on attached plan. Vessels drawing 23 feet can be berthed at Eapodni 
Hole. On this mole there are three 15 ton electrically powe3?ed cranes. Coal 
cargoes to bo loaded aboard ship are brought to the mole in railroad cars 
or grab buckets mounted on small rail ears which run on the railroad tracks. 
These grabs weigh four tons and can carry seven to eight tons pf coal* After 
being loaded and detached from the cranes located at the coal storage area these 
grabs are placed on the small rail ears and moved to ship side* There they 
are lifted from the cars and their coal is dumped into the ships hold. The 
grab buckets are then re«motinted on the small rail ears and returned to the 
coal piles. With this system of ship loading, eight t^s per hold can be 
loaded in one minute. Horizontal, serai-enclosed belt type conveyors placed 
in each hold distribute the coal in the holds. The grab buckets empty the 
coal into the hoppers of these conveyors which are electrically driven and 
can rotate 360o. 


At the shoreward berth on Zapodni Hole 55^0 tons of coal can be loaded in 
36 hours. At the adjacent berth on Eapodni Hole 35^ loaded la 

12 hours into single decked Soviet coal ships, (These two berths ai« at 
position No. 1 in Figure 2-13, HIS 26, Part D). At position Ho, 2 in 
Figure 2-13 are two berths equipped with six large cranes. Two berths 
equipped with a total of four cranes are located on the Coal Basin side of 
the wharf raazked Ho. 3 on Figure iMi3* Four more large cranes ai^ being 
installed on the large wharf along the shore of the Coal Basin. Presant 
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* loading capacity at the Goal Basin is kO-^O thomsand tons per day. 
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A grain silo with a capacity of 20 tons is located at poi 
attached plan. There was no activity in the Grain Basin 

sition No. k on the 
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3 , Meroh*»T^t Vessels I Two standard types of Soviet-built eolHers are employed 
to ti^ansport coal. One "type has engine room and crew quarters aft with the 
bridge amidships. There are four holds, each equipped with automatic steel 
hatch covers. Radar, gyro compass, BF gear and radio telephone are Installed. 
Cruising speed is 10 knots. The second type has the stack amidships and has 
a cargo capacity of 5000 tons of coal. Both types are active in the Black Sea 
trade. 

Two large icebreakeie, two large tugs, reinforced for ice service, and a large 
number of tugboats were in the harbor at Zhdanov. Five dredgers were 

working in the harbor* 

Construction and Repair Facilities t A floating diydock, capable of holding 
a 60^ ton freighter or a large destroyer, was moored in the Repair Basin 
Wo. ^ on the attached plan. 
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CosaTBasin is toeing extenaea to txie auuuuBaow 
at the extreme end of the existing structure. ^Two floattog 
cranes are removing weeks from the eastern entrance of the 

port. 

Shin Renair Facilities! k floating dock was moored in the Repair 
Basin. A Ship was being repaired in the dock. 
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